Specications m iDeaSal

MODEL : ID-232

MODEL: I1D-232

Parameter Specification

INPUT FREQUENCY 3.4~4.2 GHz
L. 0. FREQUENCY 5.15 GHz = 1 MHz
STABILITY +2 MHz (-40 C ~ +80°C)
L. 0. PHASE NOISE —65dBc/HZ @ 1KHZ
-95dBc/HZ @ 10KHZ
—-105dBc/HZ @ 100KHZ
OUTPUT FREQUENCY 950~1750 MHz
CONVERSION GAIN 65 dB (TYP)
GAIN FLATNESS +0.5 dB/36 MHz
NOISE FIGURE 13" K
INPUT V.S.W.R s 02l
OUTPUT V.S.W.R T |
LOCAL LEAKAGE AT INPUT —45 dBm
IMAGE REJECTION 50 dB
OUTPUT POWER + 5 dBm (AT 1 dB COMPRESSION)
CROSS POLAR ISOLATION 23dB  (MIN)
DC SUPPLY VOLTAGE 11V-22 ¥
SUPPLY CURRENT 120 mA (MAX)
OPERATING TEMPERATURE -4 C =~ ¥80 C
RELATIVE HUMIDITY 0%~95%
RF INPUT CONNECTER WAVE GUIDE WC-229
IF OUTPUT CONNECTER “F” TYPE FEMALE*2
750hm (F-Type)
WEIGHT 242g
the color of LNB's shape is up to you




